
Water Trails

Planning, Design, Construction and Operation 

Put-In/Take-Out Launches 

for Water Trails

Don Wells
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Preliminary Planning & Design

ÇSite Selection

ÁRiver Conditions

ÁAccess

ÁOwnership

ÁEnvironmental

oEndangered Species

o Soil/Rock

ÇPolitics

ÇConstruction Planning

ÇPermitting



Design Requirements

ÅHeight above normal water level: 9" and 12ò

ÅMultiple Launch Levels for rise in water level

Å Width: At least 5' wide, preferably 6ó to 10ô 

Å Length:  12ô minimum; 25ô preferred

Å Support: Handrails or other support where necessary

Å Location: Wide part of river

Å Slope: Steps: 30-37%; Ramps: 9-10%; ADA is 8.33%

ÅAnchored: Against Lateral and Vertical Forces

ÇPrincipal Requirements: Site Conditions and Use

ÁHandicap Designs

ÇGeneral 



Design to Site Conditions

Amicalola Access Site ïDawson Forest



Amicalola River ïSix Mile Site - DNR



Dawson County River Park  - Etowah River 



Cartecay River ïDNR Cartecay Tract



Gilmer River Park ïCoosawattee River



Construction

ÇFinal Permitting

ÇSite Layout & Sedimentation Control

ÇExcavation

ÇBuilding

ÁCrew, Excavator, Cofferdam, River Soil 

Conditions, Filter Cloth/Drainage, Time 

to Build, Tools, Material Take-off Lists



Construction Details



Long Term Maintenance

And Operation

ÇLocal Support Organization for 

Cleanup and Condition Checking

ÇPeriodic Repairs/Maintenance as 

needed

Ç Information Kiosk 

ÇBrochure of Blue Trail



City of Canton Launch



City of Cartersville Launch



Gilmer Blue Trail


